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{:} é:} 1. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED
BY A PERSON IN A WHEELCHAIR REACHING LESS THAN 18" FROM A 60"“x60"
LEVEL LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%.

‘ ; @ o/
S - D/ |
/ - |
—H(C) ONE (1) HANDHOLE IN BR§;K \ Q:} '% (:ﬁ%fj,g

Le ]

%

i g NS M
INSTALL 44’ PROPOSED CONDUIT VISITOR PARKING. / J 2. THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED
10 EXISTING HANDHOLE SIGN o O ,_ \ GENERAL NOTES FROM FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON, NOT
815440-1900 DRUS FREE // / : CENTER TO CENTER OF POLE.
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X i j s, o T 1+ Y1080 CAIERS LOCATION / ALIGNING SWALL o2
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CONSTRUCTION DETAILS J/ 0O O o e e BRTER 15 INSTALL AT TN MEET LOCATION REQUIREMENTS OF MUTCD SEC. 4E.09 AND FIG. 4E.2
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A. INSTALL 10’ BREAKAWAY PEDESTAL POLE ON MODIFIED BASE (SEE STD MD-801.01-01 FOR FOUNDATION DETAIL) I 3. ALL EXISTING TRAFFI NAL EQUIPMENT GUIDE TO BEST PRACTICE”. IF NOT MET. THE CONTRACTOR IS TO
WITH COUNTDOWN PEDESTRIAN SIGNAL. AND AUDIBLE/TACTILE PUSHBUTTON AND SIGN 0 SHALL BECOME THE PROPERTY OF THE SIGNAL 2T0P WORK BN PUSHBUTTON LOCATIONS UNTIL & DESION
(INSTALL 1-2" SCHEDULE 80, 90 DEGREE CONDUIT BEND) CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL. WATVER 1S DBTAINED. APPROVED BY THE DIRECTOR.
B. USE EXISTING CABINET AND CONTROLLER. INSTALL VIDEO DETECTION o - EXCEPT AS STATED ON THE GENERAL INFORMATION SHEET. e lee OF TRAFFIC AND EAtETy
INTERFACE EQUIPMENT AND APS CENTRAL CONTROL UNIT (BY SHA FORCES). - 4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR s BEDESTRAIN ACCESS MUST BE MAINTAINED AT ALL TIMES.
C. USE EXISTING HANDHOLE. O TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE 2 CONTRACTOR MUST NGTIEY ED RODENHIZER. SHA S 1GNAL GPERATION'S
D. REMOVE EXISTING PEDESTAL POLE. PEDESTRIAN SIGNAL HEAD., OS> TERMINALS AND PROPERLY LABEL EACH CABLE. SUPERVISOR. AT (410) 787-7670 THREE (3) DAYS PRIOR TO BEGINNING SIGNAL WORK.
PUSHBUTTON AND SIGN. REMOVE FOUNDATION 12“ BELOW GRADE. 4 5. THE CONTRACTOR SHALL VERIFY ALL
E. INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED. e UNDERGROUND UTILITIES PRIOR TO INSTALLING
F. INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT - BORED. — PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY
G. INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT - SLOTTED. < CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL R
H. INSTALL 12 INCH WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS (FOR CROSSWALKS). T - CONTACT THE PROJECT ENGINEER.
I. INSTALL 24 INCH WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS (FOR STOP LINES). — 6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE DEPARTMENT OF TRANSPORTATION
J. USE EXISTING GCONDUIT. ™) INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE STATE HIGHWAY ADMINISTRATION
K. USE EXISTING SPAN WIRE. REMOVE SIGNAL HEADS AND REPLACE WITH FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE
LED SIGNAL HEADS. > T GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS A e FiC & SAFETY
M. REMOVE EXISTING HANDHOLE. =g SPECIFIED IN MD ‘816.03. MD 818.01. MD 818.02, ENGINEERING DESIGN DIVISION
N. CAP AND ABANDON EXISTING CONDUIT. REMOVE ALL UNUSED WIRES. MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE
Y T EXISTI ] GRADES PRIOR TOQ THE INSTALLATION OF ALL SIGNAL MD 212 POWDER MILL RD.) AT
ADJUST EX NG HANDHOLE TO GRADE
Q. INSTALL SHEET ALUMINUM SPAN WIRE MOUNTED SIGN. EQUIPMENT. HIGH POINT HIGH SCHOOL
R. INSTALL VIDEQO DETECTION CAMERA ON EXISTING STRAIN POLE. POWDER MILL. MD
GEOMETRIC_LEGEND S. INSTALL SIGNS ON 4“X6" BREAKAWAY WOOD SIGN SUPPORT
T. REMOVE EXISTING GROUND MOUNTED SIGNS AND SUPPORTS. APPROVALS REVISIONS A LA
— §§é§£§23 U. CUT BACK EXISTING MEDIAN. PREFORM FULL DEPTH PATCH. REFER TO ROADWAY PLANS. S SIGNALIZATION PLAN SHEET
V. INSTALL NON-INVASIVE MICROLOOP PROBE SET, WITH UP TO 1000° LEAD IN CABLE. UPGRADE TO APS/CPS, DETECTION o oy
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AIN (MD STD 635.40). CONTRACT EXPIRED, NEVER CONSTRUCTED
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